











Features

PROCESS CONTROL

Real-time data processing and remote control of your equipment from a centralized point. MATRIX
allows you to monitor your process and make on-the-fly adjustments at the quickest response time.

@ ORDER PROCESSING AND PLANNING

By using MATRIX Advanced Order Processing in combination with the Planning tool, MATRIX can be
left unsupervised without worrying about order quantities, so additional valuable time is generated
to focus on other profitable aspects of production management.

MATRIX intelligently navigates your products through the process flow, minimizing handling,
ensuring longer shelf-life and prioritizing orders to ensure spot-on delivery times.

W@' LABELING AND TRACEABILITY

Traceability is a must in the food processing and packaging industry. Integrating 1D/2D code readers
in MATRIX ensures traceability allthe way from the incoming raw material right through to the finished
product delivered to your customer.

WEIGHING

Using the MATRIX Weighing Terminal makes it easy to switch between product and packaging
definitions for manual box-weighing registrations. A color-check indication visualizes the current
batch weight versus target weight to minimize the giveaway. It offers follow-up order progression of
each orderitem and prints the customer’s private label.

QUALITY MANAGEMENT

The MATRIX Quality Terminal registers internal inspection reports. MATRIX helps to save paper and
improves quality by following up digitally over time.

~ FLEXIBILITY
@

MARELEC invests continuously inthe development and expansion of MATRIX modules to create the
best possible work environment for the customer, while maintaining harmony in a busy workspace.
Through the integration of MARELEC devices and interfacing with third-party equipment such as
1D/2D code readers and printers, the modular design of MATRIX offers a flexible processing solution.
Orders from the customer’s ERP can be loaded into MATRIX, while production data and order
information is shared with the ERP for finalizing the shipment documents and invoicing.

KEY PERFORMANCE INDICATORS

Monitor per device, lane or operator to improve the global performance of your production process.

Use MATRIX Dashboard for making decisions based on real-time data analysis on throughput, yield
and giveaway. Take a look at the KPI view to analyze day by day or use the reporting module for long-
term analysis.

OVERALL EQUIPMENT EFFECTIVENESS MONITORING

Monitor the availability and performance of your equipment to improve your productivity. Use the
event log as an indicator for preventive maintenance planning to ensure greater up-time.

Scan to watch
our MATRIX video



Production report i

+ @ i m a MATRIX CG v1.0.8

o Grade # From (g) To (@) Pieces Batches Weight (kg) Live weight (kg) Avg. weight (g) %
Results Grading set 0: Grader testprog #1 Conv. factor: 1,00
e 100 14 1,068 1,068 76 50,81
Reports 300 5 1,034 1,034 206 49,19
19 2,102 2,102 110

5{ Report editor
Grader testprog #2 Conv. factor: 1,00

MATRIX G will register all data generated by the graders when sorting or batching products (weight
of the product, delivered station, weight of each batch, etc.). It is of the utmost importance for
processors to monitor these KPIs - for example, giveaway can be monitored so adjustments can be
made on the fly, leading to cost improvement.

The software consists of two main parts:

MATRIX G backoffice: This part of the software will make sure all data generated by the grader s
stored on a database in the server.

MATRIX G client version: This allows the production manager to monitor each recorded weight
from an office PC. The throughput of the grader can be represented visually. The client version
enables the creation of tailor-made reports. This part also allows the grader to be controlled
remotely.

With the MATRIX G, it is also possible to design customized labels and control an optional label
printer.

E=s] Production totals 300

Production report

Day report Report total:

Overview errors

Details per gate

0,697 0,697
3,149 3,149
3,846 3,846

5,948 5,948

Details reject Report configuration

Settings

Start date/time: [2017-01-01 00:00:00 &
End date/time: 2

User defined

Options: Grading set per program name | Configure grading set

// DATA ACCESSIBLE THROUGH A
STANDARD DATABASE

All the collected data is saved in an SQL-
database, which isa commonly used database

across the world. This offers easy access to the
data for possible integration with third-party

software.

// CLIENT VERSION

The client version enables the gathered data
to be used to generate tailor-made reports.

// REMOTE CONTROL

Withthe MATRIX G, itis possible to connect to
the graderwith acomputer. The module allows
you to take over the screen of the grader. This
alsoallows you to benefit from the best remote
support from MARELEC.

// OPTIONAL LABEL PRINTING

With the MATRIX G, it is possible to design
customized labels, and control a label printer
to print labels to be attached to the batches.
The labels will include a station number, so the
operator knows which batch the label should
be attached to.

// EVENT LOG

All steps during production are logged, for
instance, when the machine starts/stops,
running time and downtime.



MATRIX P

MATRIX P will register all data generated by the PORTIO while cutting (weight of the primal, weight
of each cut, thickness of the cut,etc.)

The software consists of two main parts:

MATRIX P backoffice: This part of the software will make sure all generated data is stored in a
database on the server.

MATRIX P client version: This allows the production manager to monitor each recorded weight
from an office PC. The products and portions are represented visually. The client version enables
the creation of tailor-made reports. This part also allows the PORTIO to be controlled remotely.

The MATRIX P can also backtrack changes that were made in the cutting programs. The reporting
module offers the possibility to create customized reports to show whether the changes had the
desired effect.

The software is an enormously powerful tool for monitoring numbers and KPIs of your cutting
operation.
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Date Time

Results 2015-06-18 11:34:53

@‘9 Programs
— 2015-06-18 11:34:36
(] eventog 2015-06-18 11:33:02
&) Products & portions | 2015-06-18 11:25:18
2015-06-18 11:24:36
Reports 2015-06-18 11:24:27
2015-06-18 11:23:38
Settings 2015-06-18 11:20:57

2015-06-18 10:59:32

2015-06-18 10:54:04
2015-06-18 10:53:03

2015-06-18 10:50:51

Count Program Total length Total weight Total volume

17| FIXEDLENGTH | 49.5cm

FIXED LENGTH 40.1cm|

19 _meowEeH | 539
1 _meoEH | 48sm
10 Fixeo LenGT 65m
[ meEeH | seim
13 _meoEeH | ss2am
2| meoEeH | 553
1 mewEeH | w3
16 cowTFED | soriem
2[ comm | 33210m
8 DEMO PROG 38.8cm
6| VARIABLE WEIGHT | 354.cm
6| VARIABLE WEIGHT | 31.6cm

0.805 kg

0.673kg|

1.408kg
0.794kg
0925kg
0983kg
0935kg
1.126kg
0.709 kg
4.409kg
2.902kg
0.619kg
0.668 kg
0813kg
0.793 kg

753 cm*
631 cm*
1,329 cm*
748 cm*
874 cm*
926 cm*
880 cm*
1,065 cm*
668 cm*
4324 m*
2,526 cm*
611 cm*
662 cm*
807 cm*

788em*

1 15mm
2 30mm
3 30mm
4 30mm
5 30mm

= 6 30mm

7 30mm
8 30mm
9 30mm
10 30 mm
11 30mm
12 30mm
13 30 mm
14 26 mm

“|| # Length Weight Volume Rule number

29 1om?
139 12em?
209 18cm?|
309 28am®
419 38cm?
529 49m?
619 58cm* |
729 67cam*®
829 77em*}
899 84cm?
89 82cm? |
739 68cm*
429 40cm* D

109 9m?

Filters

7] From: _ 27/06/2016 0:00:00 {%

/| DATA ACCESSIBLE THROUGH A
STANDARD DATABASE

All the collected data is saved in an SQL-
database, which isa commonly used database
across the world. This offers easy access to the
data for possible integration with third-party
software.

// CLIENT VERSION

The client version allows the gathered data
to be used to generate tailor-made reports.
The client version can also generate a visual
representation of the cut products.

// REMOTE CONTROL

The MATRIX P makes it possible to connect
to the portion cutter with the computer. The
module allows you to take over the screen
of the portion cutter. This also allows you
to provide the best remote support from

MARELEC.

// EVENT LOG

All steps during production are logged, for
instance, when the machine starts/stops,
running time and any downtime.



Marine

/| MATRIX C50

The MATRIX C50 is used to monitor catch
results from fishing. Its data comes from
MARELEC D100 scales, which are used to
weigh boxes of fish. MATRIX C50 can also
create reports, such as the totals per species
and size on a certain trip or day. These reports
can be connected to spreadsheet and
‘electronic log book’ software.
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Boxnumber Date Time Speaes Saze Wesght
Results 10 20/07/2017  13:47:28 WHITING SIZE 2 40,07 kg
9 20/07/2017  13:41:11 HADDOCK SIZE 1 39,95 ko
Trips 8 20/07/2017  13:40:40 HADDOCK SIZE 1 39,68 kg
7 20/07/2017  13:40:08 coo SIZE 3 40,21 ko
Hauts por trip 6 20/07/2017  13:39:38 €oo SIZE 3 39,89 kg
S g 5 20/07/2017  13:39:25 oo SIZE 3 40,41 kg
4 20/07/2017  13:39:13 CoD SIZE 3 40,09 kg
3 20/07/2017  13:38:51 coo SIZE 2 40,27 kg
2 20/07/2017  13:38:21 coo SIZE 2 40,35 kg
1 20/07/2017  13:38:06 CoD SIZE 2 39,96 kg

2w &5 2*208MK

Sze Priceperkg Boxes Total weight Total price
Ly > 345,15 kg € 5.084,98
184,55kg €2.675,98
160,60 kg € 2.409,00
7963 kg € 105112
79,63k €1.051,12
40,07 kg C 440,77
4007 kg C€440.77

Results

SIZE 2 € 14,50
SIZED € 15,00

Reports

SIZE 1 €13,20

“eNNEUe

Totals per haul €11,00

m Totals per day 464,85 kg € 6.576,86

Settings

Report configuration

/| MATRIX C100

The MATRIX C100 software is primarily used to monitor catch results from factory trawlers. Its data
comes from MARELEC pack weighers. Each weighed pack on the pack weigheris assigned a packing
code, which has a certain customizable format. A list of valid packing codes to be used during a trip
can be created using the MATRIX C100 software. The active packing code can then be selected in
the software or directly on the pack weigher. If any packing codes were forgotten, they can also be
created manually on the pack weigher.

Additionally, MATRIX C100 software can be used in combination with MARELEC check weighers
to perform thaw pack checks. In this check, a pack is weighed thawed, and then each individual fish
from the pack is weighed. The data from the performed check can be viewed in MATRIX C100. The
software can also create reports, such as the total pack count and weight per packing code, for a
specified trip or day. These reports can be displayed, printed or exported to spreadsheet-software.

$oo Marelec C100

+x2uBlESXS

Date Time Weight Packing code Sequence number msc
05/02/2014 11:02:49 3.80 kg COD.123555... 21

05/02/2014  11:02:46 1.20 kg COD.123555... 20

05/02/2014  11:02:44 4.00 kg €OD.123555... 19

- 05/02/2014  11:02:42 4.10kg COD.123555... 18

Wl Packs per trip 05/02/2014  11:02:37 3.10kg COD.123555... 17
05/02/2014  11:02:35 2.30 kg COD.123555.. 16

Reports 05/02/2014  11:02:34 1.40 kg COD.123555.. 15
05/02/2014  11:02:29 2.20kg COD.123555... 14

05/02/2014  11:02:28 3.80 kg COD.123555... 13

Settings

05/02/2014 11:02:26 3.40 kg COD.123555... 12
05/02/2014 11:02:23 2.60 kg COD.123555... 11

05/02/2014  11:02:20 14pLa con 122855 1a -
05/02/2014  11:02:19 3, gjip.MersiecCI00 el

05/02/2014  11:02:16 2.1 06/02 15:17 m T

05/02/2014  11:02:14 2.3
05/02/2014  11:02:13 4.1 100 v1.01

+ %2 w E

Date Time

HS XS
Weart

06/02/2014  15:19:12 0.27 kg
06/02/2014  15:18:31 0.30 kg
06/02/201 isi10090 P

06/02/2014 oo Marelec C100 =

06/02/2014
06/02/2014 o6/02 15:17 [ pZIe
06/02/2014
06/02/201 + 522wl @ X &
06/02/2014 Weight (g) Count
06/02/2014 ||, 54 0 $oo Marelec C100
b 51-100 0
N : 101-150 0
151-200 1
.
w SN e
251-300 4
301-350 3
351-400 [} 5 Fish count
401-450 1
Total count: 10
b| Average weight: 2919 .
b

Total weight (net): 2,917 g
Total weight (pack): 3,127 g

151200 201-250 251300 301350 51400 a01-450
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